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1.  technical specifications of the collectors 

 

•     Profile: aluminum type Al Mg Si 0,5, with oven painting treatment Seeside Class.  (1) 

•    Absorber of black paint collectors: unique aluminum foil 5mm thick, treatment: ¨black solvent paint¨ (2) 

• Absoption coefficient of black paint absorbers: α= 0,90 

• Emission coefficient of black paint absorbers: ε = 0,83 

• Absorber of selective collectors: unique aluminum foil 5mm thick, treatment: titanium selective (2) 

• Absoption coefficient of selective absorbers: α= 0,95 

• Emission coefficient of selective absorbers: ε = 0,05±0.02 

• Copper headers and collector outlets: Ø = 22 mm (3) 

• Copper risers: Ø = 10 mm (4) 

• Glass cover : tempered low iron, 4 mm thick (5) 

• Glass trasmissivity: τ = 0,93 

• Rear insulation : rock wool 30 mm thick  (6)  

• Side insulation: glass wool 20 mm  thick (7)  

• Sealing materials: PU black silicone & EPDM rubber (8) 

 
 

 
 
 
 

TECHNICAL DATA SHEET OF THE COLLECTORS 

 

MODELL 
DIMENSIONS 

WxLxD 
(mm) 

ABSORBER 
GROSS 
AREA  
(m²) 

NET 
AREA 
(m²) 

CAPACITY 

(lt) 

WEIGHT 
EMPTY  

(kg) 

STAGNATION 
TEMPERATURE 

EPI 54 CS 1277x2017x90  Selective 2,58 2,26 1,70 47,0 
184 °c 

EPI 25 CS 1180x1900x90 Selective 2,05 1,768 1,50 37,5 

 

2. support base (brackets) 

 

Aluminum made, 50mm thick, suitable for all kinds of installation (plate roof, tiles). In the brackets packaging, the 
side aluminum covers of the collector are included.  
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